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PageSense 6.2
images, color and multi-page design elements. 
We’ve added more complex files and files of 
several hundred pages to address the faster and 
more powerful printers on the market today. 

ISO 12640:1997 image files are bundled 
with PageSense. Each of eight images in 
three color spaces - 300 dpi monochrome, 
RGB and CMYK - can be printed using 
Photoshop. We have created some of 
our own test pages to provide you with a 
complete photo suite. 

PageSense supports Windows® XP (32- and 
64-bit) and Windows Vista (32- and 64-bit). 

PageSense Applications

PageSense creates ISO-style test reports via 
an ISO Report option, which generates ISO 
24734/24735-style reports only if the test 
data meet the ISO criteria. If the criteria 
are not met, the test must be repeated as 
outlined in the ISO standards before an ISO 
Report can be generated. 

Automatic, Accurate Timing
PageSense’s sensing unit detects paper eject 
events. For each event, a time stamp is 
transmitted to the system, ensuring the 
accuracy of timing and minimizing system 
overhead. PageSense reduces your MFP 
performance test cycle time dramatically.

System Requirements
CPU: Dual-Core, 2GHz; 

Memory: 2GB

Ports: 1 available Serial (COM port or 2 available Serial (COM) 
ports (if using sensor and RPS); 1 Parallel (PTO1 or 2) or USB port, 
depending on printer connection; 1 USB port if using the remote 
trigger device

Display: VGA graphic card and display (256MB memory with 
256-bit color minimum for some applications); screen resolution: 
1024x768 or higher

OS: Windows XP Professional Edition or Windows Vista

Storage: 160 GB hard drive with 15GB free space (more space is 
required for applications to be installed)

Simpler applications and the less complex files will run reliably on 
slower processors with less memory

Options:

Remote Power Switch (RPS) controls the printer or MFP power. The 
software can cycle the printer power (off/on) between print jobs or 
applications, or at user-defined times using the RPS. 

Network Connectivity: A Serial-to-Ethernet adapter allows network 
connection of the sensor for remote testing. 

For more information, contact us at  
tools@qualitylogic.com, or call  
(800) 436-6292 (US toll free)  
or +1(805) 531-9030. 

Adobe:
Acrobat 6 
Acrobat 7 
Acrobat 8 
Acrobat 9 
Illustrator CS2 (v12.0) 
Illustrator CS3 (v13.0) 
Illustrator CS4 (v14.0) 
InDesign CS2 (v4.0) 
InDesign CS3 (v5.0) 
InDesign CS4 (v6.0) 
Photoshop 7 
Photoshop CS2 (v9.0) 
Photoshop CS3 (v10.0) 
Photoshop CS4 (v11.0)

Corel CorelDRAW! 12 
Corel CorelDRAW! x3

Netscape Navigator 7.0

Quark QuarkXPress 6
Quark QuarkXPress 7
Quark QuarkXPress 8
Microsoft:

Access 2003 
Access 2007 
Excel 2003 
Excel 2007 
Expression Design 
Internet Explorer 6 
Internet Explorer 7 
PowerPoint 2003 
PowerPoint 2007 
Project 2007 
Publisher 2003 
Publisher 2007 
Visio 2007 
Word 2003 
Word 2007

TestComplete® Scripts
AutomatedQA TestComplete runs test 
scripts that manage the print, copy, fax 
and scan tests. Printer testing is completely 
automated from application launch to data 
logging. Other functions require limited 
manual intervention to initiate timing.

PageSense 6.2 includes test scripts for all test 
files specified by ISO 24734 and 24735.

Comprehensive Reporting
PageSense uses Microsoft Excel Pivot Tables 
to provide a wide range of reports that you 
can easily customize. All test data is stored in 
a single worksheet, so creating new reports 
is a snap. A spooler monitor reports file size, 
data transfer rates and elapsed spool time so 
you can isolate any performance problems to 
the driver or the printer.


