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QualityLogic TestJob Sender

Test devices may be connected via Parallel, 
Serial, USB, and TCP/IP ports. You can 
fully configure each of these ports through 
a central GUI structure. When appropriate, 
you can set retry attempts and retry delay 
individually for each port.

Global settings options for on-error 
processing, error messages from the test 
device, and test job abort failure conditions 
allow even more flexibility when testing.

A miscellaneous settings tab controls the 
display of available test files, user preferences 
and bookend test preferences. Use the built-in 
text editor or your own to edit text test files.

Real world timing issue compensation 
for sending complex or multi-page jobs 
is provided by adjustable transmission 
confirmation timeouts and port open retries.

Customize Test Result Reporting

You can configure your report’s:

	 Content such as Pass/Fail/Warn/Other 
counts, Job Start and Elapsed Time, Job 
List, Errors, and Status Messages

	 Format to print or save to disk 

	 Frequency of optional auto reporting at 
the end of each job

TestJob Sender Options

TestJob Sender options simplify and enhance 
your testing process.

Scheduler

Schedule your test job to be run at a specific 
time of day or night. By scheduling jobs 
for off-business hours, your testing process 
can be more productive without requiring 
personnel to launch a testing event. SMTP 
server-configurable e-mail notification can 
be sent to multiple recipients when a test job 
or an individual test file completes.

Performance Monitor

You can track whether code changes 
result in changes to throughput of the 
test device from previous runs. Generate 
customized performance reports in chart 

format via Excel. Limits for waits of first 
page out, between pages and extra pages 
are configurable. Duplex mode is also 
selectable.

Remote Power Switch

You can hard reset the target imaging device 
to ‘flush’ any cache or controller/system 
memory usage. You can cycle the power at 
specified times or between each test, each 
job or every N number of jobs.

Expand Your Capabilities With Us

QualityLogic’s Automation Tools for Imaging 
function in harmony to provide you with 
an expedient, cost effective solution.

TestJob Sender and our other test tools are 
extensible, keeping your investment toward 
the future in mind. We are dedicated to 
improving and extending our Imaging 
Solutions Automated Test tools offerings to 
meet your future needs.

Specifications
Hardware 
Requirements

	Windows XP or Vista 
operating system

	Minimum of 512 MB 
of RAM;  1024 MB 
recommended

	 100 MB of free disk space 
(for application only, 
additional space required  
for Test Suites)

	 1.5 GHz or greater 
processor speed

	 CD/DVD drive

Software 
Requirements

	 Microsoft Internet Explorer 
6.0 or equivalent browser

Options

	 Scheduler

	 Performance

	 Remote Power Switch


